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(2) Night VFR operations on lighted 
airways or on routes that the Adminis-
trator determines have reliable land-
marks adequate for safe operation; or 

(3) Operations on route segments 
where the use of celestial or other spe-
cialized means of navigation is ap-
proved. 

(c) Except for those aids required for 
routes to alternate airports, the non-
visual ground navigational aids that 
are required for approved of routes out-
side of controlled airspace are specified 
in the certificate holder’s operations 
specifications. 

[Doc. No. 6258, 29 FR 19195, Dec. 31, 1964, as 
amended by Amdt. 121–253, 61 FR 2611, Jan. 
26, 1996] 

§ 121.123 Servicing maintenance facili-
ties. 

Each certificate holder conducting 
supplemental operations must show 
that competent personnel and adequate 
facilities and equipment (including 
spare parts, supplies, and materials) 
are available for the proper servicing, 
maintenance, and preventive mainte-
nance of aircraft and auxliary equip-
ment. 

[Doc. No. 28154, 61 FR 2611, Jan. 26, 1996] 

§ 121.125 Flight following system. 
(a) Each certificate holder con-

ducting supplemental operations must 
show that it has— 

(1) An approved flight following sys-
tem established in accordance with 
subpart U of this part and adequate for 
the proper monitoring of each flight, 
considering the operations to be con-
ducted; and 

(2) Flight following centers located 
at those points necessary— 

(i) To ensure the proper monitoring 
of the progress of each flight with re-
spect to its departure at the point of 
origin and arrival at its destination, 
including intermediate stops and diver-
sions therefrom, and maintenance or 
mechanical delays encountered at 
those points or stops; and 

(ii) To ensure that the pilot in com-
mand is provided with all information 
necessary for the safety of the flight. 

(b) A certificate holder conducting 
supplemental operations may arrange 
to have flight following facilities pro-

vided by persons other than its employ-
ees, but in such a case the certificate 
holder continues to be primarily re-
sponsible for operational control of 
each flight. 

(c) A flight following system need not 
provide for in-flight monitoring by a 
flight following center. 

(d) The certificate holder’s oper-
ations specifications specify the flight 
following system it is authorized to use 
and the location of the centers. 

[Doc. No. 6258, 29 FR 19195, Dec. 31, 1964, as 
amended by Amdt. 121–253, 61 FR 2611, Jan. 
26, 1996] 

§ 121.127 Flight following system; re-
quirements. 

(a) Each certificate holder con-
ducting supplemental operations using 
a flight following system must show 
that— 

(1) The system has adequate facilities 
and personnel to provide the informa-
tion necessary for the initiation and 
safe conduct of each flight to— 

(i) The flight crew of each aircraft; 
and 

(ii) The persons designated by the 
certificate holder to perform the func-
tion of operational control of the air-
craft; and 

(2) The system has a means of com-
munication by private or available 
public facilities (such as telephone, 
telegraph, or radio) to monitor the 
progress of each flight with respect to 
its departure at the point of origin and 
arrival at its destination, including in-
termediate stops and diversions there-
from, and maintenance or mechanical 
delays encountered at those points or 
stops. 

(b) The certificate holder conducting 
supplemental operations must show 
that the personnel specified in para-
graph (a) of this section, and those it 
designates to perform the function of 
operational control of the aircraft, are 
able to perform their required duties. 

[Doc. No. 6258, 29 FR 19195, Dec. 31, 1964, as 
amended by Amdt. 121–253, 61 FR 2611, Jan. 
26, 1996] 
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